
Spring Nut Long
SAC-SNL

Overview
Rep Materials’ spring channel nut is designed to be inserted into 
the strut channel, which typically has a series of regularly spaced 
holes or slots along its length. 

The nut features spring-loaded tabs or clips that grip the chan-
nel’s edges securely when inserted, preventing it from slipping or 
rotating once installed.
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Specs
• Designed to grip the returned lip of deep profile 
strut channel

• Sizes ¼”, 3/8” and ½”

• Grip Nuts are Electro Galvanized

Rep Materials Company

WEIGHT CHART 
Beam Clamp, U-Bolt Beam Clamp, Spring and Plain Channel Nut, Single and Double Channel Base Plate

Name Item Size Weights/PC lbs. Weights/100 lbs.

Beam Clamp  SAC-BCF 3/8” 0.95 95

U-Bolt Beam Clamp SAC-BCUB338 3-3/8” X 2-1/2” 0.83 83

Spring Nut Long SAC-SNL02 1/4” 0.08 8

Spring Nut Long SAC-SNL03 3/8” 0.10 10

Spring Nut Long SAC-SNL05 1/2” 0.12 12

Plain Channel Nut SAC-PCN02 1/4” 0.07 7

Plain Channel Nut SAC-PCN03 3/8” 0.10 10

Plain Channel Nut SAC-PCN05 1/2” 0.12 12

Single Channel Base Plate SAC-BPSC 6” x 6” 3.73 373

Double Channel Base Plate SAC-BPDC 6” x 6” 4.08 408

Item Height (A)

SAC-SNL02 1/4”

SAC-SNL03 3/8”

SAC-SNL05 1/2”


